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ROMAGNOLE Dimensions in inches and milimeters04

Bands, Pole, Adjustable

Produced in carbon steel SAE 1010 to 1020 laminated, hot dip galvanized according to ASTM A-153.

DOUBLE TYPE
Provided with 02 carriage bolts 5/8”x4” and 02 carriage bolts 5/8”x3”, including square nuts and spring washers. 

C

A

B

Ø

Catalog Number “A” “B” “C” Romagnole Code

3.94” (100) 1.969” (50) 1.496”(38)

5.12” (130) 1.969” (50) 1.496”(38)

5.52” (140) 1.969” (50) 1.496”(38)

5.90” (150) 1.969” (50) 1.496”(38)

6.69” (170) 1.969” (50) 1.496”(38)

7.08” (180) 1.969” (50) 1.496”(38)

7.48” (190) 1.969” (50) 1.496”(38)

7.87” (200) 1.969” (50) 1.496”(38)

8.27” (210) 1.969” (50) 1.496”(38)

8.66” (220) 1.969” (50) 1.496”(38)

409.056

406.316

406.317

406.318

406.319

401.157

406.320

407.050

406.321

405.603

407.0519.84” (250) 1.969” (50) 1.496”(38)

R-6371

R-6374-1/2”

R-6368

R-6369

R-6370

R-6376

R-6377

R-6378

R-6372

R-6373

R-6379



Dimensions in inches and milimeters ROMAGNOLE 05

Bands, Pole, Adjustable

SINGLE TYPE
Provided with 03 carriage bolts 5/8”x3”, including square nuts and spring washers. 

A

B

Ø

C

Catalog Number “A” “B” “C” Romagnole Code                  

3.54” (90) 1.969” (50) 1.496”(38)

5.93” (100) 1.969” (50) 1.496”(38)

4.72” (120) 1.969” (50) 1.496”(38)

5.11” (130) 1.969” (50) 1.496”(38)

5.90” (150) 1.969” (50) 1.496”(38)

6.69” (170) 1.969” (50) 1.496”(38)

7.08” (180)

7.48" (190)
 

1.969” (50) 1.496”(38)

1.969” (50) 1.496”(38)

7.87” (200) 1.969” (50) 1.496”(38)

8.27” (210) 1.969” (50) 1.496”(38)

*

409.591

*

408.660

409.592

407.472

*

*

407.526

410.893

408.661 8.66” (220) 1.969” (50) 1.496”(38)

R-032-1

R-032-2

R-032-4

R-032-5

R-032-7

R-032-9

R-032-10

R-032-11

R-032-12

R-032-13

R-032-14
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Bolt, Carriage

A

B

Produced in carbon steel SAE 1010 to 1020, hot dip galvanized according to ASTM A-153, tested according to standard IEEE 
C-135.1. Provided with 01 square nut and straight point.

Dimensions in inches and milimeters

3/8” UNC - 16FPP

“A” “B”

3” (76.2) Total

4” (101.6) 3” (76.2)

4.1/2” (114.3) 1.969” (50)

5” (127) 3” (76.2)

5.1/2” (139.7) 3” (76.2)

6” (152.4) 3” (76.2)

7” (177.8) 3” (76.2)

8” (203.2) 3” (76.2)

406.115

401.133

400.359

401.135

400.884

401.812

404.679

412.893

*10” (254.0) 3” (76.2)

R-8633

R-8634

R-8634-1/2”

R-8635

R-8635-1/2”

R-8636

R-8637

R-8638

R-8640

1/2” UNC - 13FPP

“A” “B”

406.4981.1/2” (38.1) TotalR-8641-1/2”

402.1202” (50.8) TotalR-8642

405.0033” (76.2) 2.1/2” (63.5)R-8643

403.1574” (101.6) 3” (76.2)R-8644

404.1214.1/2” (114.3) 3” (76.2)R-8644-1/2”

405.0025” (127) 3” (76.2)R-8645

405.0016” (152.4) 3” (76.2)R-8646

*7” (177.8) 4” (101.6)R-8647

404.9998” (203.2) 4” (101.6)R-8648

5/8” UNC - 11FPP

Romagnole Code          “A” “B”Catalog Number

405.5052” (50.8) 1.5/8” (41)R-8652

402.0032.1/2” (63.5) 2” (50.8)R-8652-1/2”

405.0043” (76.2) 21/2” (63.5)R-8653

405.0054” (101.6) 3” (76.2)R-8654

*5” (127) 3” (76.2)R-8655

402.0106” (152.4) 3” (76.2)R-8656

405.0067” (177.8) 4” (101.6)R-8657

*8” (203.2) 4” (101.6)R-8658

Catalog Number Romagnole Code                  

Catalog Number Romagnole Code                  



Bolt, Doube Arming

A
B

Produced in carbon steel SAE 1010 to 1020, hot dip galvanized according to ASTM A-153, tested according to standard IEEE 
C-135.1. Provided with 04 square nut and conic point.

5/8” UNC - 11FPP

Catalog Number “A” “B” Romagnole Code

401.09510” (254) 1/4” (6.35)R-8860

401.23412” (305) 1/4” (6.35)R-8862

401.23514” (356) 1/4” (6.35)R-8864

400.88716” (406) 1/4” (6.35)R-8866

400.87918” (457) 1/4” (6.35)R-8868

400.88820” (508) 1/4” (6.35)R-8870

401.28722” (559) 1/4” (6.35)R-8872

401.28424” (610) 1/4” (6.35)R-8874

401.75726” (660) 1/4” (6.35)R-8876

411.44428” (711) 1/4” (6.35)R-8877

411.44330” (762) 1/4” (6.35)R-8878

412.88532” (813) 1/4” (6.35)R-8879

412.88634” (864) 1/4” (6.35)R-8880

412.88836” (914) 1/4” (6.35)R-8881

3/4” UNC - 10FPP

Catalog Number “A” “B” Romagnole Code 

401.02112” (305) 3/8” (9.52)R-8882

401.02214” (356) 3/8” (9.52)R-8884

401.02316” (406) 3/8” (9.52)R-8886

400.09918” (457) 3/8” (9.52)R-8888

400.13520” (508) 3/8” (9.52)R-8890

401.07622” (559) 3/8” (9.52)R-8892

401.00024” (610) 3/8” (9.52)R-8894

407.77126” (660) 3/8” (9.52)R-8896

401.02528” (711) 3/8” (9.52)R-8897

407.77230” (762) 3/8” (9.52)R-8898

412.88932” (813) 3/8” (9.52)R-8899

412.89034” (864) 3/8” (9.52)R-9003

412.89136” (914) 3/8” (9.52)R-9004

Dimensions in inches and milimeters ROMAGNOLE 07



ROMAGNOLE 08

Bolt, Machine

Produced in carbon steel SAE 1010 to 1020, hot dip galvanized according to ASTM A-153, tested according to standard IEEE 
C-135.1. Provided with 01 square nut and cone type point.  

3/8” UNC - 16FPP

Catalog Number “A” “B” Romagnole Code

405.7402” (50.8) 1.3/4” (44.5)R-8602

*3” (76.2) 2.3/4” (69.8)R-8603

406.2074” (101.6) 3.(76.2)R-8604

404.6694.1/2” (114.3) 3” (76.2)R-8604-1/2”

404.6685” (127) 3” (76.2)R-8605

*6” (152.4) 3” (76.2)R-8606

*8” (203.2) 4” (101.6)R-8608

5/8” UNC - 11FPP

Catalog Number “A” “B” Romagnole Code          

402.5352” (50.8) 1.3/4” (44.5)R-8802

402.5122.1/2” (63.5) 2.1/4” (57.1)R-8802-1/2”

408.0683” (76.2) 2.3/4” (69.8)R-8803

409.3034” (101.6) 3.(76.2)R-8804

406.7494.1/2” (114.3) 3” (76.2)R-8804-1/2”

405.8565” (127) 3” (76.2)R-8805

408.3035.1/2” (139.7) 3” (76.2)R-8805-1/2”

401.2866” (152.4) 3” (76.2)R-8806

405.8587” (177.8) 4” (101.6)R-8807

401.2798” (203.2) 4” (101.6)R-8808

405.8799” (228.6) 4” (101.6)R-8809

401.08810” (254) 6” (152.4)R-8810

401.08912” (304.8) 6” (152.4)R-8812

401.09014” (355.6) 6” (152.4)R-8814

401.28116” (406.4) 6” (152.4)R-8816

401.28218” (457.2) 6” (152.4)R-8818

401.09120” (508) 6” (152.4)R-8820

401.09222” (558.8) 6” (152.4)R-8822

401.09324” (609.6) 6” (152.4)R-8824

405.44726" (660.4) 6” (152.4)R-8826

405.44828" (711.2) 6” (152.4)R-8828

413.08130" (762) 6” (152.4)R-88301/2” UNC - 13FPP

Catalog Number “A” “B” Romagnole Code

401.3061.1/2” (38.10) TotalR-8701-1/2

405.6982” (50.8) 1.3/4” (44.5)R-8702

410.7162” (50.8) 1.27/32” (46.8)R-8702-RT

406.0783” (76.2) 2.3/4” (69.8)R-8703

406.5264” (101.6) 3” (76.2)R-8704

408.3044.1/2” (114.3) 3” (76.2)R-8704-1/2”

404.6565” (127) 3” (76.2)R-8705

402.2066” (152.4) 3” (76.2)R-8706

405.7767” (177.8) 4” (101.6)R-8707

404.6638” (203.2) 4” (101.6)R-8708

408.4319” (228.6) 4” (101.6)R-8709

404.93810” (254) 6” (152.4)R-8710

404.66512” (304.8) 6” (152.4)R-8712

410.71712” (304.8) 11.27/32” (300.8)R-8712-RT

405.39514” (355.6) 6” (152.4)R-8714

405.39616” (406.4) 6” (152.4)R-8716

3/4” UNC - 10FPP

Catalog Number “A” “B” Romagnole Code

*2” (50.8) 1.3/4” (44.5)R-8902

408.3753” (76.2) 2.3/4” (69.8)R-8903

404.6666” (152.4) 3.(76.2)R-8906

*7” (177.8) 4” (101.6)R-8907

401.5888” (203.2) 4” (101.6)R-8908

*9” (228.6) 4” (101.6)R-8909

401.38210” (254) 6” (152.4)R-8910

401.58712” (304.8) 6” (152.4)R-8912

401.59314” (355.6) 6” (152.4)R-8914

401.01916” (406.4) 6” (152.4)R-8916

401.58918” (457.2) 6” (152.4)R-8918

404.66720” (508) 6” (152.4)R-8920

406.20422” (558.8) 6” (152.4)R-8922

406.47024” (609.6) 6” (152.4)R-8924

405.45726” (660.4) 6” (152.4)R-8926

406.15428” (711.2) 6” (152.4)R-8928

408.52930” (762) 6” (152.4)R-8930

Dimensions in inches and milimeters



Bolt, Oval Eye

Produced in carbon steel SAE 1010 to 1020, hot dip galvanized according to ASTM A-153. Dimensions according to standard ANSI 
C-135.4, tested according to standard ANSI C-135.5. Provided with 01 square nut and cone type point. 

A

B

C

5/8” UNC - 11FPP

Catalog Number “A” “B” “C” Romagnole Code

401.1456” (152.4) 4” (101.4) 1.1/2” (38.1)R-9406

401.3898” (203.2) 4” (101.4) 1.1/2” (38.1)R-9408

409.3028” (203.2) Total 1.1/2” (38.1)R-9408-RT

400.3579” (228.6) 4” (101.4) 1.1/2” (38.1)R-9409

401.93010” (254) 6” (152.4) 1.1/2” (38.1)R-9410

401.92410” (254) Total 1.1/2” (38.1)R-9410-RT

400.13712” (304.8) 6” (152.4) 1.1/2” (38.1)R-9412

400.73214” (355.6) 6” (152.4) 1.1/2” (38.1)R-9414

406.17914” (355.6) Total 1.1/2” (38.1)R-9414-RT

401.80716” (406.4) 6” (152.4) 1.1/2” (38.1)R-9416

404.82518” (457.2) 6” (152.4) 1.1/2” (38.1)R-9418

400.46120” (508) 6” (152.4) 1.1/2” (38.1)R-9420

408.14820.1/2” (520.7) Total 1.1/2” (38.1)R-9421-RT

400.46422” (558.8) 6” (152.4) 1.1/2” (38.1)R-9422

408.09722.1/2”(571.5) Total 1.1/2” (38.1)R-9423-RT

405.49024” (609.6) 6” (152.4) 1.1/2” (38.1)R-9424

3/4” UNC - 10FPP

*4” (101.6) 4” (101.6) 1.1/2” (38.1)R-9504

408.0608” (203.2) 4” (101.6) 1.1/2” (38.1)R-9508

408.06110” (254) 4” (101.6) 1.1/2” (38.1)R-9510

408.06212” (304.8) 6” (152.4) 1.1/2” (38.1)R-9512

408.06314” (355.6) 6” (152.4) 1.1/2” (38.1)R-9514

408.06416” (406.4) 6” (152.4) 1.1/2” (38.1)R-9516

408.06518” (457.2) 6” (152.4) 1.1/2” (38.1)R-9518

408.12720” (508) 6” (152.4) 1.1/2” (38.1)R-9520

408.16222” (558.8) 6” (152.4) 1.1/2” (38.1)R-9522

408.16324” (609.6) 6” (152.4) 1.1/2” (38.1)R-9524

407.77326” (660.4) 6” (152.4) 1.1/2” (38.1)R-9526

407.77428” (711.2) 6” (152.4) 1.1/2” (38.1)R-9528

407.77530” (762) 6” (152.4) 1.1/2” (38.1)R-9530

Dimensions in inches and milimeters ROMAGNOLE 09

Bolt, Screw Lag

Produced in carbon steel SAE 1010 to 1020, hot dip galvanized according to ASTM A-153. Tested according to standard IEE C-135.1.

A

B

B
1/2”

Catalog Number “A” “B” Romagnole Code

4012644" (101,6) 3" (76,2)R-8754



3.9/16" (90) 407.35722" (558.8) 6" (152.4)R-8167

ROMAGNOLE 10

Bolt, Thimbleye

Produced in carbon steel SAE 1010 to 1020, hot dip galvanized according to ASTM A-153. Dimensions and tests according to 
standard ANSI C-135.4 for 5/8” bolts and IEEE C-135.1 for ¾” bolts. Provided with 01 square nut and cone type point, available in 
straight or curved type.  

STRAIGHT TYPE

CURVED TYPE /

Dimensions in inches and milimeters

5/8" UNC - 11FPP

3/4" UNC - 10FPP

Catalog Number “A” “B” “C” Romagnole Code

401.5928” (203.2) 4” (101.4) 1.3/8” (34.92)R-8050

401.59110” (254) 4” (101.4) 1.3/8” (34.92)R-8051

401.59012” (304.8) 6” (152.4) 1.3/8” (34.92)R-8052

401.80414” (355.6) 6” (152.4) 1.3/8” (34.92)R-8053

401.80516” (406.4) 6” (152.4) 1.3/8” (34.92)R-8054

401.80618” (457.2) 6” (152.4) 1.3/8” (34.92)R-8055

406.06310" (254) 4" (101.4) 1.1/2" (38.1)R-8061

407.35812" (304.8) 6" (152.4) 1.1/2" (38.1)R-8062

407.35914" (355.6) 6" (152.4) 1.1/2" (38.1)R-8063

407.36016" (406.4) 6" (152.4) 1.1/2" (38.1)R-8064

408.30618" (457.2) 6" (152.4) 1.1/2" (38.1)R-8066

408.30520" (508) 6" (152.4) 1.1/2" (38.1)R-8068

408.30720” (508) 6” (152.4) 1.3/8” (34.92)R-8056

3/4" UNC - 10FPP

5/8" UNC - 11FPP

404.6628” (203.2) 4” (101.4) 3" (76.2)R-8150

404.39810” (254) 4” (101.4) 3" (76.2)R-8151

404.39912” (304.8) 6” (152.4) 3" (76.2)R-8152

404.89314” (355.6) 6” (152.4) 3" (76.2)R-8153

407.36716” (406.4) 6” (152.4) 3" (76.2)R-8154

408.30910” (254) 4” (101.6) 1.1/2” (38.1)R-8161

407.35212” (304.8) 6” (152.4) 1.1/2” (38.1)

1.1/2” (38.1)

1.1/2” (38.1)

1.1/2” (38.1)

1.1/2” (38.1)

R-8162

407.35314” (355.6) 6” (152.4)R-8163

407.35416” (406.4) 6” (152.4)R-8164

407.35518” (457.2) 6” (152.4)R-8165

407.35620” (508) 6” (152.4)R-8166

CURVED TYPE

STRAIGHT TYPE



Bolt, Upset

Produced in carbon steel SAE 1045, hot dip galvanized according to ASTM A-153. Dimensions and tests according 
to standard ANSI C-135.31. Cone type point, provided with 02 square nuts, locknut, round washer and split pin. 
Available in single and double versions.

SINGLE UPSET

DOUBLE UPSET

5/8” UNC - 11FPP

SINGLE UPSET                                

Catalog Number “A” “B” “C” Romagnole Code

408.5434.3/8” (111) 8” (203.2) 4” (101.4)R- 2342 1/2”

*4.3/8” (111) 9” (228.6) 4” (101.4)R- 2343 1/2”

406.0544.3/8” (111) 10” (254) 4” (101.4)R- 2344 1/2”

406.1104.3/8” (111) 12” (304.8) 6” (152.4)R- 2346 1/2”

406.0874.3/8” (111) 14” (355.6) 6” (152.4)R- 2348 1/2”

5/8” UNC - 11FPP

DOUBLE UPSET                                        

Catalog Number “A” “B” “C” Romagnole Code

406.0664.3/8” (111) 8” (203.2) 4” (101.6)R-2394

*4.3/8” (111) 9” (228.6) 4” (101.6)R-2395

405.9564.3/8” (111) 10” (254) 6” (152.4)R-2396

406.0184.3/8” (111) 12” (304.8) 6” (152.4)R-2398

406.2234.3/8” (111) 14” (355.6) 6” (152.4)R-2399

406.2424.3/8” (111) 16” (406.4) 6” (152.4)R-2400

406.2434.3/8” (111) 18” (457.2) 6” (152.4)R-2401

Dimensions in inches and milimeters ROMAGNOLE 11



ROMAGNOLE 12

Brace, Crossarm

Dimensions in inches and milimeters

A

B

Produced in carbon steel SAE 1010 to 1020 laminated, hot dip galvanized according to ASTM A-153.

Tested according to standard IEEE. STD 135.90
FLAT

Catalog Number “A” “B” “C” Romagnole Code

406.46920” (508) 18” (457.2) 3/16” (4.76)R-7020

400.71226” (660.4) 24” (609.6) 3/16” (4.76)R-7026

400.49828” (711.2) 26” (660.4) 3/16” (4.76)R-7028

406.10030” (762) 28” (711.2) 3/16” (4.76)R-7030

405.45632” (812.8) 30” (762) 3/16” (4.76)R-7032

400.22026” (660.4) 24” (609.6) 1/4” (6.35)

1/4” (6.35)

1/4” (6.35)

1/4” (6.35)

1/4” (6.35)

1/4” (6.35)

R-7126

400.74928” (711.2) 26” (609.6)R-7128

400.44130” (762) 28” (711.2)R-7130

406.75032” (812.8) 30” (762)R-7132

408.06934” (863.6) 32” (812.8)R-203-0233

*36” (914.4) 34” (863.6)R-7136

ANGLE STEEL

Catalog Number “A” “B” “C” “D” Romagnole Code

ANGLE BAR
3/16” X 1.3/4”

405.86560” (1524) 9/16” (14.3) 6” (152.4) 9/16” (14.30)R-6979

411.82260” (1524) 11/16” (14.3) 6” (152.4) 9/16” (14.30)R-6979-2

406.10972” (1828) 9/16” (14.3) 6” (152.4) 9/16” (14.30)R-6980

406.09684” (2133) 11/16” (17.4) 6” (152.4) 9/16” (14.30)R-6984

407.977120” (3048) 11/16” (17.4) 6” (152.4) 9/16” (14.30)R-6986



Brace, Crossarm

Brace, Luminaire Supports

Dimensions in inches and milimeters

Ø C

B

A

DOUBLE SPAN “V” 

Catalog Number “A” “B” “C” “D” Romagnole Code

ANGLE BAR 
3/16” X 1.3/4”

406.23742” (1067) 12” (305) 11/16” (17.46) 9/16” (14.30)R-1506

*48” (1219) 14” (356) 11/16” (17.46) 9/16” (14.30)R-1507

*48” (1219) 18” (457) 11/16” (17.46) 9/16” (14.30)R-1514

404.68360” (1524) 18” (457) 11/16” (17.46) 9/16” (14.30)R-1508

Produced in carbon steel SAE 1010 to 1020 laminated, hot dip galvanized according to ASTM A-153. Tested according to standard 
NBR 8159.

B

A

C

D

G

F

E

Ø

Romagnole Code          Type “A” “B” “C” “D” “E” “F” “G”

402.255 BR-2 66.59/64” (1700) 62.1/64” (1575) 48.1/32” (1220) 1.29/32” (48.3) 1/8” (3) 3” (76.2) 14.11/64” (360)

407.917 BR-2 86.39/64” (2200) 77.3/32” (1958) 60.45/64” (1542) 1.29/32” (48.3) 1/8” (3) 3” (76.2) 14.11/64” (360)

400.217 BR-2 106.19/64” (2700) 92.11/64” (2341) 73.11/32” (1863) 1.29/32” (48.3) 1/8” (3) 3” (76.2) 14.11/64” (360)

408.370 BR-3 140.35/64” (3570) 123.11/32” (3133) 96.11/16” (2456) 1.29/32” (48.3) 3/16” (4.5) 3” (76.2) 14.11/64” (360)

400.218 BR-3 140.35/64” (3570) 123.11/32” (3133) 96.11/16” (2456) 2.3/8” (60.3) 3/16” (4.5) 3” (76.2) 14.11/64” (360)

ROMAGNOLE 13



ROMAGNOLE 14

Crossarm

Dimensions in inches and milimeters

A

B

B C

A

B

B C

A

B

B C

B

B

C

A

Produced in carbon steel SAE 1010 to 1020 laminated, hot dip galvanized according to ASTM A-153.

CLASSIC POLE TYPE

SPECIAL FASTENER MOUNT TYPE

Catalog Number “A” “B” “C” Romagnole Code

407.80478.47/64” (2000) 2.1/2” (63.5) 1/4” (6.35)RE-287-1

401.20578.47/64” (2000) 3” (76.2) 1/4” (6.35)RE-287-2

405.85996.1/16” (2440) 3” (76.2) 1/4” (6.35)R-2000

412.727118.110” (3000) 2.1/2” (63.5) 1/4” (6.35)RE-943

405.861157.480” (4000) 3” (76.2) 1/4” (6.35)RE-837

405.862236.220” (6000) 2.1/2” (63.5) 3/16” (4.76)RE-681

Catalog Number Mount Type “A” “B” “C” Romagnole Code

406.75213.8 kv 96.29/64” (2450) 3” (76.2) 1/4” (6.35)R-2003

406.75334.5 kv 106.19/64” (2700) 3” (76.2) 1/4” (6.35)R-2004



Bands, Pole, Adjustable

Dimensions in inches and milimeters

A B

B

C

D

F E

Produced in carbon steel ASTM A 500 grade B, hot dip galvanized according to ASTM A-153. Please consult for mechanical strength 
and test applications.

CLASSIC POLE TYPE
STRONG TYPE
LARGE TYPE

Brackets

A

C

B

Provided with 02 carriage bolt 1/2 x2’,02 including hexagonal nuts and 02 spring washers.

CROSS STRAP

Catalog Number “A” “B” “C” “D” “E” “F” Romagnole Code

407.20555.1/8” (1400) 3” (76.2) 5/16” (7.93) 13.5/8” (346) 5.33/64” (140) 3.35/64” (89.9)RE-235

407.20670.55/64” (1800) 3”(76.2) 5/16” (7.93) 13.5/8” (346) 5.33/64” (140) 3.35/64” (89.9)RE-236

407.87894.31/64” (2400) 3”(76.2) 5/16” (7.93) 13.5/8” (346) 5.33/64” (140) 3.35/64” (89.9)RE-426

407.779118.1/9” (3000) 4”(101.6) 5/16” (7.93) 20.13/64” (513) 5.33/64” (140) 2.61/64” (75)RE-408

CROSS STRAP

Catalog Number “A” “B” “C” Romagnole Code

405.9528.1/2” (215,9) 1.1/2” (38,1* 3/8” (9,5)R-206-0190
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ROMAGNOLE 16

Brackets

Dimensions in inches and milimeters

A C

EB

D

Provided with 02 carriage bolts, including square nuts, round washers and spring washer.
CROSSARM TYPE

CROSSARM TYPE

Catalog Number “A” “B” “C” “D” “E” Romagnole Code

R-1705 8,07” (205) 1.1/2” (38) 3,35” (85) 4.1/2” (114) 1,26” (32) 400.720

Provided with 03 carriage bolts, including hexagonal nuts and spring washers. 
SWITCH TYPE

SWITCH TYPE

Romagnole Code          “A” “B” “C” “D”Catalog Number

406.0091/4” (6,35) 2” (50,8) 11.7/16” (290,45) 12.1/2” (317,5)R-26171



Brackets

Dimensions in inches and milimeters

POLE TOP

POLE TOP

Catalog Number “A” “B” “C” “D” Romagnole Code

400.1978” (203,2) 3” (76,2) 1/4” (6,35) 2” (50,8)RE-035

1 Transformer 2 Transformer 3 Transformer
R - 115 R - 215 R - 315
R - 150 R - 250 R - 350

TRANSFORMER MOUN TING

Acessories Descripition (in Quantity of Parts) R-115 R-150 R-215 R-250 R-315 R-350

Crowned Plate 3 6 2 4 1 2

Crowned Plate With Brackey 1 2 2 4 3 6

Guy clamp  with hexagonal bolt 3/8” X 1” 1 2 2 4 3 6

Machine bolt 5/8” X 2”full threaded 4 4 8 8 12 12

Double arming bolt 3/4” X 6.1/2” with 2 square nuts 4 8 4 8 4 8

Flat plale 1 - 2 - 3 -

Romagnole Code 405.869 407.833 405.925 408.518 405.946 405.947
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ROMAGNOLE 18

Brackets

Clevis, insulated

Dimensions in inches and milimeters

CHANNEL VERSION

C

CROSSARM

R D

B

CAMBERED VERSION SWINGING VERSION

Produced in Carbon Steel SAE 1010 to 1020 Laminated, hot dip galvanized according with ASTM A-153. All Clevises are 
furnished  with 1 Cotter Bolt. Note: insulators not included.

Clévis

Catalog Number “A” “B” “C” “D” Type Romagnole Code

405.4454” (101.6) 3.1/4” (82,55) 1” (25,4) 11/16” (17,45) Channel VersionR-093

407.3933” (76,2) 3” (76,2) 3.1/4” (82,55) 3.3/4” (95,25) Cambered Version R-1397

400.3073.5/16” (84,1) 3” (76,2) 3.1/4” (82,55) 3.3/4” (95,25) Cambered VersionR-1398

400.3364” (101,6) 3” (76,2) 3.1/4” (82,55) 3.3/4” (95,25) Cambered VersionR-1399

400.3094.1/4” (107,95) 2.3/8” (60,33) 1.3/8” (34,93) 1.1/2” (38 CrossarmR-0313

400.3125” (127) 3.3/8” (85,72) 1.1/2” (38) 1.1/2” (38) CrossarmR-0342

400.3113.3/8” (85,72) 3/4” (19,05) 1.1/2” (38) 5” (127) Swinging VersionR-0322

A

Casted product. Hot dip galvanized according to ASTM A-153.

Catalog Number A B

410.01514.212” (361) 4.015” (102) 4.133” (105)

C Romagnole Code

RE-600

B A

A

B

B

C

B

D

CC

D

D C

CA
B



Extension, Anchor

Dimensions in inches and milimeters

STANDARD TYPE THIMBLEYE ANGLE

Eyelets

F

A

B

C

D

E

A

C BØ

C
B

A

Casted product. Hot dip galvanized according 
to ASTM A-153, threaded after galvanizing.

Produced Casted or Forged. When the product is made by forging it is produced in Carbon Steel SAE 1020 - 1045. Both types are 
hot dip galvanized according to ASTM A-153.

Extension, Anchor

Catalog Number “A” “B” “C” “D” “E” “F” Romagnole Code

408.5861.1/2” (38) 1.11/32” (34) 45/64” (18) 3/8” (9,52) 3.11/16” (97) 5/8” (15,87)R-1116

Catalog Number “A” “B” “C” Type Material Tensile Test Romagnole Code

401.4904.3/32” (104) 1.3/8” (35) 33/64” (13) Standard Forged 11000 lbsR-2402

405.0164.3/32” (104) 1.3/8” (35) 33/64” (13) Standard Casted 11000 lbsR-2403

Catalog Number “A” “B” “C” Type Material Tensile Test Romagnole Code

406.80811/16” (17,4) 1” (25,4) 1.59/64” (49) Thimbleye Angle Casted 13550 lbsR-0100

406.80913/16” (20,6) 1” (25,4) 1.59/64” (49) Thimbleye Angle Casted 13550 lbsR-0101
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ROMAGNOLE 20

Eyenut

Dimensions in inches and milimeters

A

B

C A

B

C

Produced in carbon steel SAE 1010 to 1020, hot dip galvanized according to ASTM A-153, tested according to standard 
ANSI C-135.5.

OVAL EYENUT THIMBLEYE EYENUT

Nuts

Produced in carbon steel SAE 1010 to 1020, hot dip galvanized according to ASTM A-153.

LOCK NUT SQUARE NUT

Catalog Number “A” “B” “C” “D” Type Romagnole Code

405.6323/16” (4.7) 5/16” (7,93) UNC 5/8” 15/16” (23,9) Lock NutR-8583

407.8863/8” (9,5) 5/8” (15,87) 21/64” (8,325) - Square NutR-8561

404.9391/2” (12,7) 13/16” (20,62) 7/16” (11,12) - Square NutR-8562

404.7955/8” (15,87) 1” (25,4) 35/64” (13,89) - Square NutR-8563

401.3443/4” (19,05) 1.1/8” (28,57) 39/64” (16,565) - Square NutR-8564

Catalog Number “A” “B” “C” Type Romagnole Code

405.9891/2” (12,7) 3.7/32” (82) 1.3/8” (34,8) Oval EyenutR-1091

400.8865/8” (15,87) 3.7/32” (82) 1.3/8” (34,8) Oval EyenutR-1092

400.5133/4” (19,05) 3.7/32” (82) 1.3/8” (34,8) Oval EyenutR-1093

406.1575/8” (15,87) 2.3/4” (69,85) 1.1/2” (38,1) Thimbleye EyenutR-6510

406.1583/4” (19,05) 2.3/4” (69,85) 1.1/2” (38,1) Thimbleye EyenutR-6511



Pin, Forged Steel

Dimensions in inches and milimeters

B A

Produced in Carbon Steel SAE 1010 to 1020, or 1045. Hot dip galvanized in accordance with ASTM A-153, tested according ANSI 
C-135.17. Supplied with lead threads and square nuts. Please consult for nylon threads types and others accessories. 

STANDARD LONG SHANK LOW VOLTAGE PIN

R-626 R-203

R-221

R-647 R-206

R-222 R-631

R-648 R-207

R-224 R-632

R-649

B

F

C

B

F

LOW VOLTAGE SHORT SHANK HIGH VOLTAGE 

Catalog Number “A” “B” “C” “D” “E” “F”

Load for 
Maximum

Defl ection 10”
Lead Thread
Tensile Load

Type Thread for
 Insulator

Romagnole
Code

401.7627” (177,8) 7” (177,8) 3” (76,2) 2.9/64” (54,1) 1.3/8” (35,18) 5/8” 1000 lbs 3000 lbs Long Shank Lead

Lead

Lead

Lead

Lead

Lead

Nylon

Lead

Nylon

Nylon

Lead

Lead

Lead

Lead

Lead

R-647

408.0768” (203,2) 8” (203,2) 3” (76,2) 2.9/64” (54,1) 1.3/8” (35,18) 5/8” 1000 lbs 3000 lbs Long ShankR-648

406.8367” (177,8) 7” (177,8) 3” (76,2) 2.9/64” (54,1) 1.3/8” (35,18) 5/8” 1000 lbs 3000 lbs Long ShankR-649

405.6756.1/2” (152,4) 6” (152,4) 2.3/4” (69,85) 1.3/4” (44,5) 1” (25,4) 5/8” 1200 lbs 3000 lbs Long ShankR-626

401.7616.1/2” (152,4) 6” (152,4) 2” (50,8) 1.3/4” (44,5) 1” (25,4) 5/8” 800 lbs 3000 lbs Low VoltageR-207

412.5896” (152,4) 2” (50,8) 1.3/4” (44,5) 1” (25,4) 5/8” 700 lbs 3000 lbs Low VoltageR-206 Z

404.3335.3/4” (152,4)

5.3/4” (152,4)

5.3/4” (152,4)

5.3/4” (152,4)

5” (152,4)

6” (152,4) 2” (50,8) 1.3/4” (44,5) 1” (25,4) 5/8” 700 lbs 3000 lbs Low VoltageR-206

401.7605” (146,05) 2” (50,8) 1.3/4” (44,5) 1” (25,4) 5/8” 1000 lbs 3000 lbs Low VoltageR-203

412.6115” (146,05) 2” (50,8) 1.3/4” (44,5) 1” (25,4) 5/8” 1000 lbs 3000 lbs Low VoltageR-203 Z

404.3346” (38,1) 2” (50,8) 1.3/4” (44,5) 1” (25,4) 5/8” 700 lbs 3000 lbs Short ShankR-221

401.9826” (152,4) 1.1/2” (38,1) 2” (50,8) 1.3/4” (44,5) 1” (25,4) 5/8” 700 lbs 3000 lbs Short ShankR-222

409.4316” (152,4) 1.1/2” (38,1) 2” (50,8) 1.3/4” (44,5) 1” (25,4) 5/8” 700 lbs 3000 lbs Short ShankR-222 Z

408.5516” (152,4) 1.3/4” (44,45) 2” (50,8) 1.3/4” (44,5) 1” (25,4) 3/4” 700 lbs 3000 lbs Short ShankR-224

405.7078” (203,2) 1.3/4” (44,45) 3” (76,2) 2.9/64” (54,1) 1.3/8” (35,18) 3/4"3 1200 lbs 3000 lbs High VoltageR-631

406.2488” (203,2) 1.3/4” (44,45) 3” (76,2) 2.9/64” (54,1) 1.3/8” (35,18) 5/8” 1200 lbs 3000 lbs High VoltageR-632

E
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ROMAGNOLE 28

Pin, Pole Top

Dimensions in inches and milimeters

Produced in carbon steel SAE 1010 to 1020 laminated, hot dip galvanized in accordance with ASTM A-153, attending standard ANSI 
C 135.22. It attends a transverse fl ection strength of 1500 pounds and longitudinal of 1200 pounds, with maximum fl ection of 10˚ 
and tensile strength of 3000 pounds.

Catalog Number “A” “B” “C” “D” Romagnole CodeThread for Insulator

400.31520” (508) 8” (203,2) 1” (25,4) -R-740

412.62718” (457,2) 8” (203,2) 1” (25,4)RE-935

400.22220” (508) 8” (203,2) 1.3/8” (35,18) -R-720

400.22318” (457,2) 8” (203,2) 1” (25,4) 3” (76,2) Lead

Nylon

Lead

Lead

3” (76,2)

R-1368

Rack, Secondary

Produced in Carbon Steel SAE 1010 to 1020 Laminated, hot dip galvanized in accordance with ASTM A-153. Furnished with a cotter 
pin as the drawing. Available for 2, 3 or 4 insulators.

Catalog Number “A” “B” “C” “D” “E” Romagnole Code

400.39018” (457,2) 4.5/32” (105,41) 3” (76,2) 1.1/4” (31,75) 4” (101,6)R-767

401.42926” (660,4) 4.5/32” (105,41) 3” (76,2) 1.1/4” (31,75) 4” (101,6)R-768

400.96834” (863,6) 4.5/32” (105,41) 3” (76,2) 1.1/4” (31,75) 4” (101,6)R-769



Rod, Anchor

Dimensions in inches and milimeters

B

A

C

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153, tested in accordance standard ANSI 
and IEEE. Furnished with 1 square nut.

THIMBLEYE ANCHOR ROD

Catalog Number “A” “B” “C” Tensile Resistence Type Romagnole Code          

406.79560” (1524) 4” (101,6) 5/8” UNC 11 FPP 16000 lbs HeavyR-5315-1

406.79672” (1828,8) 4” (101,6) 5/8” UNC 11 FPP 16000 lbs HeavyR-5316-1

R-5316

406.79784” (2133,6) 4” (101,6) 5/8” UNC 11 FPP 16000 lbs HeavyR-5317-1

406.80460” (1524) 4” (101,6) 5/8” UNC 11 FPP 13550 lbs LightR-5315

406.80384” (2133,6) 4” (101,6) 3/4” UNC 10 FPP 23000 lbs HeavyR-7427-1

*120” (3048) 4” (101,6) 3/4” UNC 10 FPP 23000 lbs

HeavyR-7430-1

400.80496” (2438,4) 4” (101,6) 3/4” UNC 10 FPP

3/4” UNC 10 FPP

3/4” UNC 10 FPP

23000 lbs

23000 lbs

23000 lbs

Heavy

Heavy

R-7428-1

401.07572” (1828,8) 4” (101,6) 5/8” UNC 11 FPP 13550 lbs Light

406.805108” (2743,2) 4” (101,6)R-7429-1

406.04696” (2438,4) 4” (101,6) LightR-7428

400.35896” (2438,4) 4” (101,6) 5/8” UNC 11 FPP 13550 lbs LightR-5318

400.29572” (1828,8) 4” (101,6) 3/4” UNC 10 FPP 23000 lbs HeavyR-7426-1

406.50284” (2133,6) 4” (101,6) 3/4” UNC 10 FPP 20050 lbs LightR-7427

406.095108” (2743,2) 4” (101,6) 3/4” UNC 10 FPP 20050 lbs LightR-7429

*120” (3048) 4” (101,6) 3/4” UNC 10 FPP 20050 lbs

LightR-7430
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ROMAGNOLE 30 Dimensions in inches and milimeters

Rod, Anchor

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153, tested in accordance standard ANSI 
and IEEE. Furnished with 1 square nut.

TWINEYE ANCHOR ROD

Rod, Anchor

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153, tested in accordance standard ANSI 
and IEEE. Furnished with 1 square nut.

TRIPLEYE ANCHOR ROD

B

C

A

Catalog Number “A” “B” “C” Tensile Resistence Type Romagnole Code

406.80072" (1828,8) 4” (101,6) 5/8” UNC 11 FPP 16000 lbs HeavyR-5346-1

405.72472" (1828,8) 4” (101,6) 5/8” UNC 11 FPP 13550 lbs LightR-5346

406.80184" (2133,6) 4” (101,6) 5/8” UNC 11 FPP 16000 lbs HeavyR-5347-1

405.69684" (2133,6) 4” (101,6) 5/8” UNC 11 FPP 13550 lbs LightR-5347

406.80296" (2438,4) 4” (101,6) 5/8” UNC 11 FPP 16000 lbs HeavyR-5348-1

405.93896" (2438,4) 4” (101,6) 5/8” UNC 11 FPP 13550 lbs LightR-5348

406.80672" (1828,8) 4” (101,6) 3/4” UNC 10 FPP 23000 lbs HeavyR-5356-1

406.46772" (1828,8) 4” (101,6) 3/4” UNC 10 FPP 20050 lbs LightR-5356

406.81884" (2133,6) 4” (101,6) 3/4” UNC 10 FPP 23000 lbs HeavyR-5357-1

*84" (2133,6) 4” (101,6) 3/4" UNC 10 FPP 20050 lbs LightR-5357

406.80796" (2438,4) 4” (101,6) 3/4" UNC 10 FPP 23000 lbs HeavyR-5358-1

406.00896" (2438,4) 4” (101,6) 3/4" UNC 10 FPP 20050 lbs LightR-5358

407.952108" (2743,2) 4” (101,6) 3/4" UNC 10 FPP 23000 lbs HeavyR-5359-1

*108" (2743,2) 4” (101,6) 3/4” UNC 10 FPP 20050 lbs LightR-5359

*120" (3048) 4” (101,6) 3/4” UNC 10 FPP 23000 lbs HeavyR-5360-1

*120" (3048) 4” (101,6) 3/4” UNC 10 FPP 20050 lbs LightR-5360

412.77496" (2438,4) 3.5" (88,9) 1" UNC 8 FPP 36000 lbs HeavyG7538

412.775120” (3048) 3.5" (88,9) 1" UNC 8 FPP 36000 lbs HeavyG7540

Catalog Number “A” “B” “C” Tensile Resistence Type Romagnole Code

41277396" (2438,4) 3.5" (88,9) 1" UNC 8 FPP 36000 lbs HeavyG7338

412772120" (3048) 3.5" (88,9) 1" UNC 8 FPP 36000 lbs HeavyG7340

C

B

A



Rod, Ground, Conic Point

A

B

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvani-
zed in accordance ASTM A-153.

Catalog Number “A” “B” Romagnole Code                  

*3/8” (9,52) 60” (1524)*

*1/2” (12,7) 60” (1524)*

*1/2” (12,7) 72” (1828,8)*

*1/2” (12,7) 96” (2438,4)*

405.8705/8” (15,87) 72” (1828,8)R-8576

405.8715/8” (15,87) 96” (2438,4)R-8578

405.8725/8” (15,87) 120” (3048)R-8580

405.8733/4” (19,05) 96” (2438,4)R-8618

405.8743/4” (19,05) 120” (3048)R-8620

*1” (25,4) 120” (3048)-

Rod, No Wrench Screw Anchor Rod

Dimensions in inches and milimeters

Rod, Anchor Plate

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153. Tested in accordance with ANSI C-135.2. 
Tripleye version, helix welded.

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance to ASTM A-153.

B

 C

 D

A

Catalog Number “A” “B” “C” “D” Romagnole Code                  

*60” (1524) 1.1/2” (38,1) 3/4” (19,05) 6” (152,4)R-6345

408.32066” (1676,4) 1.1/2” (38,1) 3/4” (19,05) 6” (152,4)R-6346

*72” (1828,8) 1.1/2” (38,1) 3/4” (19,05) 6” (152,4)R-6347

*84” (2133,6) 1.1/2” (38,1) 3/4” (19,05) 6” (152,4)R-6348

407.97396” (2438,4) 1.1/2” (38,1) 3/4” (19,05) 6” (152,4)R-6349

A

A

B

C
400.947 12.598” (320) 2.632” (60) 0.708” (18) R-0702

409.427 12.598” (320) 2.632” (60) 0.826” (21) R-0702-1

Romagnole Code                  “C”Catalog Number “A” “B”

ROMAGNOLE 31



ROMAGNOLE 32 Dimensions in inches and milimeters

Shackle, anchor

B

A C

Studs, line Post

Casted Product, hot dip galvanized in accordance to ASTM A-153. Attends a strength tensile of 5000 kgf. Supplied with cotter pin.

Produced in carbono steel 1010/1020, hot dip galvanized in accordance to ASTM A-153. Accessories included according to the 
information below.

3/4” LONG SHANK STANDARD

Catalog Number “A” “B” “C” Romagnole Code

406.5107/8” (22) 2.1/2” (63,5) 1.5/8” (42)R-5802

Catalog Number “A” “B” “C” Accessories Romagnole Code          

407.4027” (177,8) 4” (101,6) 0.685” (17,4)

9” (228,8) 4” (101,6) 0.685” (17,4)

2 Square nuts, 1 Square Washer and 2 Spring WashersR-25250-1

407.9182 Square nuts, 1 Square Washer and 2 Spring WashersR-25250-2

10” (254) 4” (101,6) 0.685” (17,4) *2 Square nuts, 1 Square Washer and 2 Spring WashersR-25250-6

12” (304,8) 4” (101,6) 0.685” (17,4) *2 Square nuts, 1 Square Washer and 2 Spring WashersR-25250-7

14” (355,6) 4” (101,6) 0.685” (17,4) *2 Square nuts, 1 Square Washer and 2 Spring WashersR-25250-8

U
N

C
 3

/4
”



Studs, Line Post

Dimensions in inches and milimeters

Catalog Number “A” “B” “C” Accessories Romagnole Code          

406.1154” (1016) 0.630” (16)

0.630” (16)

0.630” (16)

0.630” (16)

1 Square nut, 1 lock nut, 1 Square Washer and 1 Spring WasherR-25248-1

406.11610” (254) 4” (1016) 1 Square nut, 1 lock nut, 1 Square Washer and 1 Spring WasherR-25248-4

406.11712” (304,8) 4” (1016) 1 Square nuts, 1 lock nut, 1 Square Curved Washer and 1 Spring WashersR-25248-5

406.2337” (177,8) 4” (1016) 1 Square nuts, 1 lock nut, 1 Square Curved Washer and 1 Spring WashersR-25248-6

Catalog Number “A” “B” “C” Accessories Romagnole Code

407.4781.3/4”(44,45) 0.630” (16) 5/8” UNC 11 FPP 1 Hexagonal Nut and 2 Spring WashersRE-354

407.1411.3/4” (44,45) 0.787” (20) 3/4” UNC 10 FPP 1 Hexagonal Nut and 2 Spring WashersR-25249-2

LONG SHANK CLASSIC

A 28.5
1.1/8”

28.5
1.1/8”

3/4” SHORT SHANK / 3/4”
U

N
C

 3
/4

″
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ROMAGNOLE 34 Dimensions in inches and milimeters

Thimble Clevis, Guy Wire

Casted Product, hot dip galvanized in accordance to ASTM A-153. Attends a strength tensile of 5000 daN without break. Supplied 
with cotter bolt and split pin.

B 

A
 m

áx
.

Catalog Number “A” “B” “C” Romagnole Code          

402.2334.21/64” (110) 1.11/32” (34) 1.29/64” (37)R-0801

Thimble, Guy Wire

For Cables until 3/8”. Produced in carbon steel SAE 1010 to 1020 laminated, hot dip galvanized according with ASTM A-153 stan-
dard.

B C 

A
 

Catalog Number “A” “B” “C” Romagnole Code          

400.5523” (76,2) 2.1/8” (54) 11/16” (17,46)R-1500



Washers

Dimensions in inches and milimeters

Produced in carbon steel SAE 1010 to 1020, hot dip galvanized according with ASTM A-153 standard.

 B

A

C

A

A

B C

A

A

C

 B

Catalog Number “A” “B” “C” Type Romagnole Code 

400.3671” (25,4) 7/16” (11,11) 1/8” (3,17) RoundR-1084

400.0281.1/4” (31,7) 9/16” (14,28) 1/8” (3,17) RoundR-1085

401.3081.3/4” (44,4) 11/16” (17.46) 1/8” (3,17) RoundR-1088

400.0442” (50,8) 9/16” (14,28) 1/8” (3,17) SquareR-1073

400.6152” (50,8) 11/16” (17.46) 1/8” (3,17) SquareR-1074

400.0542” (50,8) 11/16” (17.46) 3/16” (4,76) SquareR-1074-A

400.0562.1/4” (57,15) 11/16” (17.46) 3/16” (4,76) SquareR-1075

400.0572.1/4” (57,15) 13/16” (20,57) 3/16” (4,76) SquareR-1076

401.9883” (76,2) 11/16” (17.46) 3/16” (4,76) SquareR-1077

405.6743” (76,2) 13/16” (20,57) 1/4” (6,35) SquareR-1078

405.7373” (76,2) 13/16” (20,57) 3/16” (4,76) SquareR-1079

400.0594” (101,6) 7/8” (22,22) 3/16” (4,76) SquareR-1080

400.3703” (76,2) 11/16” (17.46) 1/4” (6,35) Square CurvedR-0113

404.7153” (76,2) 13/16” (20,57) 1/4” (6,35) Square CurvedR-6823

400.2562.1/4” (57,15) 11/16” (17.46) 3/16” (4,76) Square CurvedR-6821

407.9294” (101,6) 11/16” (17.46) 1/4” (6,35) Square CurvedR-6835

406.2064” (101,6) 13/16” (20,57) 1/4” (6,35) Square CurvedR-6836

ROMAGNOLE 35



Aerial Cable System
Components (ACS)

HORIZONTAL SEPARATOR SUPPOR T

HORIZONTAL SUPPOR T

“Z” SUPPOR T

“U” PROFILE
“U” PROFILE  F IX ING

“L” ARM

“C ” SUPPOR T

SUPPOR T FOR “L” ARM

AUXIL IARY BRACKE T

“L” WELDING ARM



“L” Arm

“L” Welding Arm

R-0524

R-0513 405.66713.81" (351) 9.49" (241) 7.99" (203) 15

25/35 407.60323.62" (600) 9.49" (241) 7.99" (203)

Catalog Number Voltage
Tension (kV) Romagnole Code          A B C

405.49713.38" (340) 9.64" (245) 7.87" (200) 15

405.76723.42" (595) 9.64" (245) 7.87" (200) 25/35R-0506

R-0504-1

Catalog Number Voltage
Tension (kV) Romagnole CodeA B C

B C

A

A

ROMAGNOLE 37

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153.

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153.



ROMAGNOLE Produtos Elétricos S.A. 35

Auxiliary Bracket

Support for “L” Arm

ROMAGNOLE 38

A B

C

CB

15 A

406.52235.43" (900) 2.50" (63,5) 0,71" (18)R-153-40-1

A B C

4113925.47" (139) 2.75" (70) 0,71" (18)R-0515-1

A B C

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153.

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153.

Catalog Number Romagnole Code          

Catalog Number Romagnole Code          



“U” Profi le Fixing

“U” Profi le

A

B

C

A

C

B

402.1136.92" (176) 3" (76,2) 3" (76,2)R-813974

A B C

402.11435.43" (900) 3" (76,2) 1,49" (38)R-2000

Código RomagnoleA B C

ROMAGNOLE 39

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153.

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153.

Catalog Number Romagnole Code          

Catalog Number Romagnole Code          



ROMAGNOLE Produtos Elétricos S.A. 35

Horizontal Separator Support

“C” Support

ROMAGNOLE 40

B

C

A

B

C

A

R-1809-4

R-1809-3 408.69849.21" (1250) 17.71" (450) 2.55" (65) 15

25/35 410.02364.96" (1650) 26.65" (550) 2.55" (65) 

Catalog Number
Voltage

Tension (kV) Romagnole CodeA B C

407.49022.83” (580) 17.32" (440) 14.37" (365) 15

25/35 407.49125.19” (640) 19.48" (495) 18.50" (470)R-0526-2

R-0526-1

Catalog Number Voltage
Tension (kV) Romagnole CodeA B C

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153.

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153.



Horizontal Support

“Z” Support

Catalog Number A B

409.2146.16" (156,5) 4.44" (113) 3/8" (9,52)

C Romagnole Code          

R-1786

Catalog Number Voltage
Tension (kV) Romagnole CodeA B

411.24529.72" (755) 11.81" (300)

C

2.36" (60) 15

23/35R-1880-2

R-1880-1

409.94437.59" (955) 15.74" (400) 2.36" (60)

B
A

C

B

C

A

ROMAGNOLE 41

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153.

Produced in Carbon Steel SAE 1010 to 1020, hot dip galvanized in accordance ASTM A-153.





Material subject to change, including technical information.

romagnole.com


